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State authority, as specified in §63.13,
by the compliance date specified in
§63.11083 unless you meet the require-
ments in paragraph (g) of this section.
The Notification of Compliance Status
must be signed by a responsible official
who must certify its accuracy and
must indicate whether the source has
complied with the requirements of this
subpart. If your facility is in compli-
ance with the requirements of this sub-
part at the time the Initial Notifica-
tion required under paragraph (e) of
this section is due, the Notification of
Compliance Status may be submitted
in lieu of the Initial Notification pro-
vided it contains the information re-
quired under paragraph (e) of this sec-
tion.

(g) If, prior to January 10, 2008, you
are operating in compliance with an
enforceable State, local, or tribal rule
or permit that requires submerged fill
as specified in §63.11086(a), you are not
required to submit an Initial Notifica-
tion or a Notification of Compliance
Status under paragraph (e) or para-
graph (f) of this section.

(h) You must comply with the re-
quirements of this subpart by the ap-
plicable dates specified in §63.11083.

(i) You must keep applicable records
and submit reports as specified in
§63.11094(d) and (e) and §63.11095(c).

[738 FR 1933, Jan. 10, 2008, as amended at 76
FR 4177, Jan. 24, 2011]

§63.11087 What requirements must I
meet for gasoline storage tanks if
my facility is a bulk gasoline ter-
minal, pipeline breakout station, or
pipeline pumping station?

(a) You must meet each emission
limit and management practice in
Table 1 to this subpart that applies to
your gasoline storage tank.

(b) You must comply with the re-
quirements of this subpart by the ap-
plicable dates specified in §63.11083, ex-
cept that storage vessels equipped with
floating roofs and not meeting the re-
quirements of paragraph (a) of this sec-
tion must be in compliance at the first
degassing and cleaning activity after
January 10, 2011 or by January 10, 2018,
whichever is first.

(¢) You must comply with the appli-
cable testing and monitoring require-
ments specified in §63.11092(e).
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(d) You must submit the applicable
notifications as required under
§63.11093.

(e) You must keep records and sub-
mit reports as specified in §§63.11094
and 63.11095.

(f) If your gasoline storage tank is
subject to, and complies with, the con-
trol requirements of 40 CFR part 60,
subpart Kb of this chapter, your stor-
age tank will be deemed in compliance
with this section. You must report this
determination in the Notification of
Compliance Status report under
§63.11093(b).

§63.11088 What requirements must I
meet for gasoline loading racks if
my facility is a bulk gasoline ter-
minal, pipeline breakout station, or
pipeline pumping station?

(a) You must meet each emission
limit and management practice in
Table 2 to this subpart that applies to
you.

(b) As an alternative for railcar cargo
tanks to the requirements specified in
Table 2 to this subpart, you may com-
ply with the requirements specified in
§63.422(e).

(¢) You must comply with the re-
quirements of this subpart by the ap-
plicable dates specified in §63.11083.

(d) You must comply with the appli-
cable testing and monitoring require-
ments specified in §63.11092.

(e) You must submit the applicable
notifications as required under
§63.11093.

(f) You must keep records and submit
reports as specified in §§63.11094 and
63.11095.

§63.11089 What requirements must I
meet for equipment leak inspec-
tions if my facility is a bulk gaso-
line terminal, bulk plant, pipeline
breakout station, or pipeline pump-
ing station?

(a) Each owner or operator of a bulk
gasoline terminal, bulk plant, pipeline
breakout station, or pipeline pumping
station subject to the provisions of this
subpart shall perform a monthly leak
inspection of all equipment in gasoline
service, as defined in §63.11100. For this
inspection, detection methods incor-
porating sight, sound, and smell are ac-
ceptable.
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(b) A log book shall be used and shall
be signed by the owner or operator at
the completion of each inspection. A
section of the log book shall contain a
list, summary description, or dia-
gram(s) showing the location of all
equipment in gasoline service at the fa-
cility.

(c) Each detection of a liquid or
vapor leak shall be recorded in the log
book. When a leak is detected, an ini-
tial attempt at repair shall be made as
soon as practicable, but no later than 5
calendar days after the leak is de-
tected. Repair or replacement of leak-
ing equipment shall be completed with-
in 15 calendar days after detection of
each leak, except as provided in para-
graph (d) of this section.

(d) Delay of repair of leaking equip-
ment will be allowed if the repair is not
feasible within 15 days. The owner or
operator shall provide in the semi-
annual report specified in §63.11095(b),
the reason(s) why the repair was not
feasible and the date each repair was
completed.

(e) You must comply with the re-
quirements of this subpart by the ap-
plicable dates specified in §63.11083.

(f) You must submit the applicable
notifications as required under
§63.11093.

(g) You must keep records and sub-
mit reports as specified in §§63.11094
and 63.11095.

TESTING AND MONITORING
REQUIREMENTS

§63.11092 What testing and moni-
toring requirements must I meet?

(a) Bach owner or operator of a bulk
gasoline terminal subject to the emis-
sion standard in item 1(b) of Table 2 to
this subpart must comply with the re-
quirements in paragraphs (a) through
(d) of this section.

(1) Conduct a performance test on the
vapor processing and collection sys-
tems according to either paragraph
(a)(1)(i) or paragraph (a)(1)(ii) of this
section.

(i) Use the test methods and proce-
dures in §60.503 of this chapter, except
a reading of 500 parts per million shall
be used to determine the level of leaks
to be repaired under §60.503(b) of this
chapter.

§63.11092

(ii) Use alternative test methods and
procedures in accordance with the al-
ternative test method requirements in
§63.7(f).

(2) If you are operating your gasoline
loading rack in compliance with an en-
forceable State, local, or tribal rule or
permit that requires your loading rack
to meet an emission limit of 80 milli-
grams (mg), or less, per liter of gaso-
line loaded (mg/l), you may submit a
statement by a responsible official of
your facility certifying the compliance
status of your loading rack in lieu of
the test required under paragraph (a)(1)
of this section.

(3) If you have conducted perform-
ance testing on the vapor processing
and collection systems within 5 years
prior to January 10, 2008, and the test
is for the affected facility and is rep-
resentative of current or anticipated
operating processes and conditions,
you may submit the results of such
testing in lieu of the test required
under paragraph (a)(1) of this section,
provided the testing was conducted
using the test methods and procedures
in §60.503 of this chapter. Should the
Administrator deem the prior test data
unacceptable, the facility is still re-
quired to meet the requirement to con-
duct an initial performance test within
180 days of the compliance date speci-
fied in §63.11083; thus, previous test re-
ports should be submitted as soon as
possible after January 10, 2008.

(4) The performance test require-
ments of §63.11092(a) do not apply to
flares defined in §63.11100 and meeting
the flare requirements in §63.11(b). The
owner or operator shall demonstrate
that the flare and associated vapor col-
lection system is in compliance with
the requirements in §63.11(b) and 40
CFR 60.503(a), (b), and (d).

(b) Each owner or operator of a bulk
gasoline terminal subject to the provi-
sions of this subpart shall install, cali-
brate, certify, operate, and maintain,
according to the manufacturer’s speci-
fications, a continuous monitoring sys-
tem (CMS) while gasoline vapors are
displaced to the vapor processor sys-
tems, as specified in paragraphs (b)(1)
through (5) of this section. For each fa-
cility conducting a performance test
under paragraph (a)(1) of this section,
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